Lan can kinh cuong luc 12 mm gia nha may - lan can kinh nhiéu I6p 4 +
4mm cho ban cong

Kinh cudng luc lan can dugc lam bang kinh cuong luc ré rang. Kinh cuong luc da dugc xr ly gia nhiét manh
va lam lanh nhanh trong mot quy trinh dugc kiém soat. Kinh cudng luc sé khéng vd thanh cdc manh sac
nhon, ma thay vao d6 sé v8 thanh cac manh nhé hodc manh vé.

Cong ty TNHH Kinh AAA cung cap lan can kinh cudng luc, ching téi cung cap kinh cudng luc va nhiéu 16p
chat lugng cao cho cac tinh nang an toan thdy tinh bén, manh cho mét loat cac Ung dung, bao gom: lan
can, lan can, tan, ban cong, tay vin kinh.

Tai sao nén st dung kinh cuong luc nhiéu I6p cho lan can?

1 An toan. Do kinh cudng luc da dugc xtr ly gia nhiét manh (600-650 ° ¢) va lam lanh nhanh trong quy trinh
dugc ki€m soat. Va sé khong cat hoac gay hai dé dang nhu kinh thong thudng.

2 Thédm my

3 proof Cach amkinh nhiéu I6p dugc lam bang cac tdm PVB hodc SGP c6 thé chan viéc truyén am thanh va
gidm tiéng on.

Thong sé ky thuat

Kich thudc t6i da: 3300 * 13000mm

D06 day kinh don: 3 mm 4mm 5 mm 6 mm 10 mm 12 mm 15mm 19mm

Mau thay tinh: ré rang, cuc ky ré rang, xam, xanh la cay, xanh duong, dong

Phim: 0,38mm va bdi cia 0,38 mm PVB / EVA, 0,76mm va bdi ctia 0,76mm SGP (Dupond Sentry Glass Plus)
Mau phim: Do, Trang, Vang, bat ky mau pantone nao

Loai kinh: Kinh dan cudng luc hodc cudng luc trong cac loai Clear, nhudm mau, phan quang, sat thap,
khac, nhan doi, két cau, mau sac théng minh, nhiét do, in an man hinh va két hop E thap.


https://www.buildingglassfactory.com/vn/products/Laminated-Tempered-Balustrade-Glass.htm
https://www.buildingglassfactory.com/vn/products/Laminated-Tempered-Balustrade-Glass.htm
https://www.buildingglassfactory.com/vn/products/PVB-SGP-Safety-Laminated-Glass.htm

Ung dung

-Khéch san, san vudn, phong chd san bay, cau thang, ban céng, cra hang

Goai kinh cuong luc KXG




