Tan cay an toan 8 mm nha san xuat kinh Trung Quéc

Céac tan cay bao vé moi nguai khoi toa nha, gilr thoi tiét ra khoi clra, st dung kinh dé xay dung Mai hién,
cho phép anh sang tu nhién di vao 16i vao va lam cho 16i vao sang hon.

Kinh KXG san xuat kinh cuong luc 8 mm chat lugng rat tot dé tan, bao gém kinh cudng luc trong sudt an
toan, chéng déng bang kinh cudng luc, kinh in hoa van c6 hoa van, kinh cudng luc diéu khién nhiét, kinh
cuong luc phan quang tiét kiém nang lugng, v.v.

* DY bén cao: Kinh cudong luc 8 mm manh gap 3-5 lan so véi kinh néi thong thudng 8 mm, khong dé vé, cé

thé chiu dugc trong lugng cao

¢ Thiét ké tuy chinh: moi kich thudc - Ién téi 3000 * 8000mm, moi hinh dang - moi quy trinh nhu mat
phang, dudng cong, hinh vudng, hinh chit nhat, v.v. - khoan, cat, danh béng cac canh, v.v.

* An toan cao: Khi kinh cudng luc 8 mm bi v&, né tré thanh cac hat nhd, v6 hai déi véi co thé con ngudi.

« Chi phi hop ly: Kinh cudng luc 8 mm thap hon nhiéu so véi kinh nhiéu 16p va kinh céch nhiét
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Ban c6 thé mua nhiing lgi thé cua kinh tan ti KXG
* Dich vu chuyén nghiép mét ctra nhu thiét k& ban vé CAD, sap xép van chuyén an toan, v.v.

» P6ng g6i manh mé va tai an toan, tat ca thdy tinh sé dugc déng géi trong hop gb dan xuat khdu manh
mé va dugc nap trong hop kim loai that d€ dam bao an toan cho kinh trong qua trinh van chuyén.

* Kinh chat lugng rat tot, khéng bot khi, khéng tray xudc, khong khuyét tat, ISO va CE, ANSI ching nhan.

¢ Thai gian giao hang nhanh, 1000 mét vudng, thoi gian san xuat trong 7 ngay
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